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Boiler Sequencer Setup Options.
This Boiler Sequencer has an adjustable boiler cycle and pump run on time that 
can be set via the 8 way dip switch on the PCB.

Dip Switch 1 ON only = 6 hours to change over.
Dip Switch 2 ON only = 9 hours to change over.
Dip Switch 3 ON only = 12 hours to change over.
Dip Switch 4 ON only = 15 hours to change over.
Dip Switch 5 ON only = 18 hours to change over.
Dip Switch 6 ON only = 21 hours to change over.
Dip Switch 1+ 2 ON only = 24 hours to change over.

Dip Switch 7+8 OFF - 30 Second Run On.
Dip Switch 7 ON & 8 OFF - 60 Second Run On.
Dip Switch 8 ON & 7 OFF 90 Second Run On.
Dip Switch 7+8 ON 120 Second Run On.

Pipe Thermostat Satisfied - Open Circuit - LED D8 ON.
Pipe Thermostat Calling - Closed Circuit - LED D8 OFF.

2 Boiler Sequencer Operation.
Boiler 1 and 2 will operate and swap over at even run times, Pipe Thermostat will turn lag boiler 
on and off as required.

In Hot Water only mode just 1 boiler will operate.

3 Boiler Change Over Sequence.
Hot Water Demand Only - 1 Boiler.

Heating Only or Heating + HW 2 - 3 Boilers depending on the frequency of the Pipe 
Thermostat.

On a full demand when the Pipe Thermostat is satisfied the sequencer will drop down to 
running 2 boilers, after 15 minutes without any demand from the Pipe Thermostat the 
sequencer will drop to run only 1 boiler.

Any demand on the Pipe Thermostat will call 2-3 boilers back in.

PLEASE KEEP THIS GUIDE INSIDE THE BOX FOR FUTURE 
REFERENCE!

WARMWORLD UK LTD March 2022

WARNING!

IMPORTANT!

If an unlisted switch position is set the
pipe thermostat LED will flash to 

indicate a problem!

2 & 3 boiler PCB’s are identical! 
They run different code & will only

operate as model purchased,
if you’ve purchased a 2 boiler sequencer
the relay for boiler 3 will not operate!

Boiler Run Time / Swap Over ALL Boilers  

Pump Run On Timer  D/S 7&8

DEFAULT SETTING

All Boilers - 6 Hour Run Time

Pump Run On - 30 SecsPipe Thermostat Status

Product:

Voltage:

Hz:

Current:

Year:

Type:

Boiler Sequencer

230vac

50

5A

2022

BS2CO-2 / 3

Warmworld UK Ltd
Unit 3, 6-10 Cater Rd

Bristol
BS13 7TW

0117 949 8800

ANY OTHER COMBINATION WILL CAUSE ERRORS!
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A 230Vac input is required at SL and any of the terminals Z1-4 if the boilers are to produce heating and hot 
water.

Z1-4 are individual heating zone control inputs and should be linked to the relevant motorised valve live wire 
(usually brown).

A single input of 230Vac to SL will produce an output to the lead boiler only as the sequencer will see this as a 
hot water only demand.

Wiring detail may vary, adhere to accompanying documentation with product!

Up to 4 heating valves can be linked to this unit!

4

Permanent
Supply for

Boiler If Reqd!
Mains In
230VAC

Optional
Pump over-run

4 Mins

Ls LrLs Lr Ls LrLs Lr Ls LrLs Lr

Boiler 1 Boiler 2 Boiler 3

Connection
is Optional
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